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= No.| DATE | BY DESCRIPTION PROJ. ID [ APPR.
TING CORE 13000° REVISIONS
C&AEE TABLE, [3)
[ DESIGN
DESIGN 80 | 60 80 | 0] 80 | 60 80 72 V'
CLASS
CLASS |
LOGANON RUBY‘PIPELINE LLC
PRESSURE 1440
LL NO. OWNERSHIP LL NO. OWNERSHIP MATERIAL SUMMARY COATING DEFINITIONS REFERENCE DRAWINGS ENVIRONMENTAL NOTES ALIGNMENT SHEET
T017 BLM
IEM  DESCRIPTION QY - TYP-G—P—1 TYPICAL MAPING SYMBOLS
1018 WESTERN WYOMING RANGE LIMITED PARTNERSHIP TYPE 1 — ELANT APPLIED COATING
1019 BLM B R D X Oaa N W D oL X EXTERIOR: 14—16 MIL FUSION BONDED EPOXY (FBE). TYP-G—P-2  TYPICAL PIPELINE CROSSINGS RUBY PlPEL,l,NE
1020 WESTNER WYOMING RANGE LIMITED PARTNERSHIP P3  PIPE4200 OD X 0.721 IN WT. DSAWAPI 50 GR X_70 120 INTERIOR: EFFICIENCY COATED PER IC-100. TYP—P—P—123 TYPICAL DETAILS CATHODIC PROTECTION 300A—42
¢l PIPE COATING TYPE 1 13000 TYPE 2 — PLANT APPLIED COATING: ABRASION RESISTANT SYSTEM 40 TYP—-P—-P—124 TYPICAL DETAILS CATHODIC PROTECTION
T4—16 MIL MIN CORROSION & 40 MIL ARO
TYPE 3 — LANT APPLIED COMTING W/CONTRCIOR APPLIEQ CONCRETE STA. 580+00 TO STA. 710+00
74 MIL FUSION BONDED EPOXY (FBE) WITH 7' CONCRETE
Division: ROCKY MOUNTAIN Op. Area: ELKO
TYFE 4 — FITTING/BEND COATING: SPECIFICATION UC 271. State: WYOMING Co./Par.; LINCOLN
- TYPE 5 — SHOP FABRICATION: PLANT OR FIELD APPLIED Section: Township: 19N Range: 115W/116W
TBD - TO BE DETERMINED PER EP_CONSTRUCTION STANDARDS o0 | Tounship - - [ Ronge / -
Drofter: JDK | Date: 08/27/08 | Project ID: 128574 Type:
FIELD NOTES MATERIAL DEFINITIONS . Soom " =500 | oML 30
Chk'd: RJG | Date: 01/23/09 d e —
— PIPESAK WEIGHTS; SET—ON, : . . y ]
TEST:  SEE TEST FORM PIPESAK SET-ON, 120004, SPACING TBD Appr:  WJ | Date: 01/23/09 0300-A—0001
RADIOGRAPH: _ PER EP CONSTRUCTION STANDARDS 300A—6 :h:;; Rév.
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